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General Land Use  
 
 
Illicit Connections/Illegal Discharge  
 Locate solid waste storage areas away from drainage facilities and watercourses and not in areas prone to flooding or ponding.  

Prevent storm water run-on from contacting stored solid waste through the use of ditches, berms, dikes and swales.  Use dry cleanup 
techniques (e.g., vacuuming, sweeping, dry rags) to remove solid waste from the site when practicable. Use wet cleaning techniques 
only when dry cleanup techniques are not practicable.  Periodically inspect the solid 
waste storage areas and review the disposal procedures.  

 Non-storm water discharges to drainage paths, drain systems and watercourses are 
prohibited.  Fluids should be collected by vacuum or other methods and contained 
and recycled, evaporated or discharged to the sanitary sewer system with approval 
from the publicly-owned treatment works.  

 Store, transport and dispose of all hazardous waste in accordance with federal, state 
and local regulations.  Follow label instructions regarding the proper handling, mixing 
and application of materials which could generate hazardous waste and a discharge 
to waterways..  

 Train employees in proper waste disposal and cleaning, maintenance and good 
housekeeping procedures.  

 
 
General Maintenance and Repair 
Properly collect and dispose of water when pressure washing buildings, rooftops, and other large objects.  Properly prepare work area 
before conducting building maintenance.  Properly clean and dispose of equipment and wastes used and generated during building 
maintenance.  

Recycle residual paints, solvents, lumber, and other materials to the maximum extent practical.  Buy recycled products to the maximum 
extent practical.  

Do not dump waste liquids down the storm drain.  Make sure that nearby storm drains are well marked to minimize the chance of 
inadvertent disposal of residual paints and other liquids. 

Keep the work site clean and orderly. Remove debris in a timely fashion. Sweep the 
area.  Cover materials of particular concern that must be left outside, particularly during 
the rainy season.  Use drip pans or absorbent material under leaking vehicles and 
equipment to capture fluids. 

 

  

All maintenance activities should practice water conservation.  Keep water application 
equipment in good working condition.  Use the minimum amount of water needed to 
complete each maintenance activity. 
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General Housekeeping 
 Purchase only the amount of material that will be needed for foreseeable use.  Choose products that do the same job with less 

environmental risk.  

 Keep work sites clean and orderly. Remove debris in a timely fashion. Sweep the area.  Dispose of wash water, sweepings, and 
sediments, properly.  Recycle or dispose of fluids properly. 

 Specific employees should be assigned specific inspection responsibilities at the work site and given the authority to remedy any 
problems found.  

 Prohibit littering by employees, subcontractors, and visitors.  

 Remove full dumpsters from the project site and properly dispose of contents in accordance with applicable laws, regulations and 
ordinances.  Do not conduct dumpster washout on the project site.  Notify trash hauling contractors that only watertight dumpsters are 
acceptable for use on-site.  
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